
Leading Edge Power Solutions

HAWKER®’s New 
Sequencer Expands
High-Frequency
Charging Capabilities
The HAWKER® Sequencer™ is a charger control 

device that allows the user to charge up to four 

batteries, in sequence, utilizing only one charger. 

Once set up, the sequencer functions without  

input or supervision from an operator.

The HAWKER® Sequencer™ is managed by a 

microprocessor that automatically recognizes and 

determines the sequence in which batteries will be 

recharged and/or equalized. It maintains control of  

the charger and indicates when the specific batteries 

are available for use.
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Another Leading Edge Power Solution from HAWKER®



P.O. Box 808    9404 Ooltewah Industrial Drive    Ooltewah, Tennessee  37363 USA    PH. (423) 238-5700   877-7HAWKER   FAX (423) 238-6060    www.hawkerpowersource.com

For additional information about the HAWKER®  

Sequencer™,  please contact your local HAWKER®

Representative or call  877-7HAWKER. 

Inside view of the HAWKER® Sequencer.™
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Leading Edge Power Solutions

A
R

G
IN

G
 S

O
L

U
T

IO
N

S
  |  C

H
A

R
G

IN
G

 S
O

L
U

T
IO

N
S

  |  C
H

A
R

G
IN

G
 S

O
L

U
T

IO
N

S
  |  C

H
A

R
G

IN
G

 S
O

L
U

T
IO

N
S

  |  C
H

A
R

G

Part #
 • SQ3504   4-Port (for 4 batteries)

• SQ3502   2-Port (for 2 batteries)

The HAWKER® Sequencer™ 
operates with a “FIFO” first-in,  
first-out logic and will automatically 
handle the first battery connected  
to be the first battery completed.

The HAWKER® Sequencer™ 
features the following:

•  Visually displays battery status: battery currently on
charge; battery charge complete and available for
use; or battery waiting to be charged.

•  Provides real-time charger data to help determine
battery condition.

•  Override switches allow for manually stopping
battery charge and/or disabling one battery from
the sequencer.

•  Programmable through a front panel, push button
LED/LCD display.

•  Includes a real-time clock for the most efficient
and effective use of charge times.

•  Controls can be programmed for specific data/
charger functions.

The HAWKER® Sequencer™  
has a one (1) year warranty on parts  
and labor from the date of purchase.


